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ASTM  E 547-00

TEST PURPOSE:  To determine resistance to water penetration under cyclic uniform static air pressure differences.  The test pressures shall be specified based on the building exposure, if no pressure is specified a pressure of 2.86 lbf/ft2 shall be used.  For the duration of the test water will be supplied at a rate of 5 U.S. gal/ft2 per hour.  

	DATE:
	5-18-06
	
	
	
	

	
	
	
	
	
	

	Specimen Description:
	Width:   
	3 ft
	Height:
	5 ft

	Manufacturer: 
	B.E.I.
	Model:
	Wet-Flash

	Source of the Specimen:
	B.E.I.

	Type of Window and description:
	Vinyl single-hung window – Masked to test the B.E.I. Wet-Flash Installation only.

	Glass thickness and type:
	

	Method of Glazing:
	

	Type or types of weatherstripping:
	

	Locking and Operating Hardware:
	

	Installation Description:  B.E.I. Wet-Flash PM7000 applied to rough opening.  Wet-Flash WS7100 interior sealant joint between PM7000 on rough opening and vinyl window frame.

	
	
	
	
	

	Operate Specimen 5X:
	N/A
	
	
	

	
	
	
	
	
	

	Specified Test Pressure(s):
	4.4 PSF or .86 In/WC
	
	
	

	Number of Cycles:
	4
	
	
	

	Cycle Duration:
	5 min. ea.
	
	
	

	
	
	
	
	
	

	Description of any water penetration:  No leakage was observed during any of the four 5-minute cycles.
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